PISTON RING 
COMPRESSOR 
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—_ MANY IMPROVEMENTS 
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No. 50 1. Self-locking heavy duty ratchet pawl is. oil 
, 7 tempered spring steel. NO WEAR OR 

a $1 90 BREAKAGE. 
. 2. Ratchet teeth are hardened. NO WEAR OR 

- BREAKAGE. 


3. Winding spool is broached 14 inch square and 
lf inch deep. NO WEAR OR BREAKAGE. 


4. Double tension bands—double strength—NO 
MORE BREAKAGE. 


. Double friction brake adjustment in addition 
to ratchet. 


WS 


6. Two tension bands—top and bottom—eliminates 
flare out at bottom when rings leave compressor. 


Ss . f 7. Handle is 14 inch square screw stock. Easily 
| replaced if lost. 


8. Beaded edge. Compressor can’t enter cylinder 
with piston. 


9. Bands are finest spring steel available. 


= = | 
Patent No. 1849532 


COMPRESSES RINGS TIGHT WITHOUT BREAKAGE 
No. 50 2 ca 22, $1 OO No; SU lu: © camer sosotas of Licks 


Larger sizes up to 12 inches in diameter available. Prices on request. 


A. S. C. Compressor Wi 

















: | ; 
Same high grade tool as always. | | | | . 
Blue spring steel compression band. a 
DO IT 


Heavy duty spring steel tension band. 
Improved T handle. 
Adjustable brake. 
Beaded edge. 
No. 20—F or car's and trucks, 95¢ 
capacity, 21, to 5 inches 


No. 20T—For trucks and tractors, $] 50 
capacity, 314 to 7 inches . 
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Patent No. 1849532 





Order Manufactured By These 
From AIRCRAFT SPECIALTIES, Inc. Ae 
Your - Lapeer, Michigan acs aga 
Jobber Manufacturers of special service tools for the aircraft and automotive industries to Dealers 


Printed in U.S. A. 


A & C PISTON RECONDITIONING TOOLS 
OU 0 Gro. 





RING GROOVE CLEANER 








Removes carbon from ring grooves on 
pistons from smallest to 5 inches. 


Cutter wheel includes 3-32, 1-8, 5-32, 
3-16 in. blades. 


Does not chatter, gouge, 
____catch in oil holes or jump 
“jor climb out of grooves. 


Compensating spring controls pressure on cutter. Rigid frame prevents side play 


of cutter. N 0, 555 pee whee 5] 50 
Land Reducing Tool 


Reduces ring land diameter to compensate for land growth thus assuring proper 
clearance. Removes carbon from lands, Eliminates rap and drag against 


cy er wall. No. 556 Complete with $] 50 
Piston Chamfering and Drilling Tool 


This tool combines both a chamfering tool for cutting 45 
Se === degree chamfer on the bottom edge of oil ring groove, 

a and a drill jig for piloting a 3-32 inch drill so that the 
chamfer can be drilled without center punching. The drill jig also guides the drill. 


This desirable tool can easily and quickly be used to treat the Ford steel pistons and thereby relieve the excess oil 
which accumulates below the ring belt of these solid skirt pistons due to the wiping action of the bottom steel 
segment of the steel type oil rings, which are commonly used in re-ringing these motors. Drill jig fits 5-32 inch 
ring groove and is adjustable to models 60, 85 and 95 h. p. motors, 


Noa Sor Capes as Oui $2 


Cl Land Chamfering . 
OE Cutter Cutter Cutter Complete Piston 
’ Reconditioning Kit 
Includes all parts as illustrated at 
left. Merely change cutter for type 


of work necessary. Buy this kit 
and save money. 























Takes place of all three tools shown 
above. 


No. 558 = “ampietess = $3 DH 
PARTS PRICE LIST 


. 555BB—Bent Bar, drilled and tapped Price .25 





Bent Bar Sliding Head 








No. 555C —Groove Cleaner Cutter 





Wheel—includes 3/32, 1/8, No. 555SH—Sliding Head Assembly Price .7 
5/32, 3/16 in. blades Price .50 No. 556CHA—Land Reducing Cutter Price .50 
No. 555X —1/4 in. Groove Cleaner No. 557CHA—Chamfering Cutter Price .50 
Cutter Price .50 No. 557DJ —Drill Jig with Screws Price .75 
Order ‘Manufactured By These 
inion AIRCRAFT SPECIALTIES, Inc. siete 
iat Lapeer, Michigan Are. et 


Jobber Manufacturers of special service tools for the aircraft and automotive industries to Dealers 


